









































































































































Phone: 800-647-1284 Mn TEn BIlT
Fax: 800-232-3966

Email: sales@master-bilt.com « Refrigeration Solutions

FLOORS AND CEILINGS

TYPICAL DOOR THRESHOLDS

WALK-IN WALK-IN PARTITION WALK-IN
WITH FLOOR WITH FLOOR LESS FLOOR
THRESHOLD

THRESHOLD

HEATER
WIRE*

HEATER

THRESHOLD
HEATER
WIRE*
1/4"

RADIUS SILL
CONCRETE WEARING FLOOR

rgsill *HEATER WIRE IN FREEZERS ONLY

DOOR WIPER AND THRESHOLD DETAIL WITH 8*/2" RECESS

/ DOOR PANEL

16 GA. #304 STAINLESS STEEL
THRESHOLD

14 GA. SILL PLATE
1/2" QUARRY TILE

\ WIPER MOUNTING ANGLE

< ADJUSTABLE DOUBLE
WIPER STRIP

4" 3500 P.S.1. MIN.

CONCRETE SLABS (TYP.) (2) 2" LAYERS OF URETHANE

INSULATION WITH JOINTS
STAGGERED BOTH WAYS
(BY GENERAL CONTRACTOR)

1" GROUT ALL AROUND WALK-IN

6 MIL VISQUEEN VAPOR BARRIER
BENEATH INSULATION (BY GENERAL
CONTRACTOR)

glasstov (NOTE: FLOOR MUST BE LEVEL)

All specifications subject to change without notice. 9-13



Mn TEB B“.T Phone: 800-647-1284
Fax: 800-232-3966

« Refrigeration Solutions Email: sales@master-bilt.com

FLOORS AND CEILINGS

DETAIL OF 4" RECESSED FLOOR IN A WALK-IN WITH
THRESHOLD AND DOOR WIPER

HEATER WIRE
IN FREEZERS ONLY

| — /e

\VARVARVAR
VoV
VAR VAR VAR

qgfloor

DOOR WIPER AND THRESHOLD DETAIL IN A WALK-IN
FREEZER LESS FLOOR /—M/B DOOR LEAF

ADJUSTABLE DOUBLE
DOOR HEATER L~ WIPER STRIP
(IN FREEZERS ONLY)
\ HEAVY GAUGE
REMOVABLE THRESHOLD
% / PLATE
v = Zam|
| masonRY
FLOOR TILE
(BY OTHERS)
THRESHOLD HEATER SERPENTINED ACROSS B o B FEL SILL
ENTIRE DOOR WIDTH (IN FREEZERS ONLY)
oord THERMAL BREAKER
IN FLOOR (BY OTHERS)
NOTE: THICKNESS OF MASONRY TILE AND GROUT BED TO BE

DETERMINED BEFORE WALK-IN CONSTRUCTION BEGINS.

67|
67

[ All specifications subject to change without notice. 9-13
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Fax: 800-232-3966
Email: sales@master-bilt.com

MASTER-BILT

Refrigeration Solutions

MB

FLOORS AND CEILINGS

DETAIL OF EXTERIOR RAMP IN

DOOR PANEL

WIPER MOUNTING ANGLE - 1||'

ADJUSTABLE DOUBLE

WIPER STRIP T~

A WALK-IN COOLER OR FREEZER

l&\\ EXT. RAMP THRESHOLD
‘ / SILL PLATE

A 5]3“
\nl T~

HEATER WIRE /

(IN FREEZERS ONLY)

M/B FLOOR PANEL

M/B EXTERIOR RAMP

rmp-2

FINISHED/
FLOOR

DETAIL OF INTERIOR RAMP IN A WALK-IN COOLER OR FREEZER

‘¥

\\ DOOR PANEL
WIPER MOUNTING ANGLE

ADJUSTABLE DOUBLE
WIPER STRIP

M/B FLOOR PANEL

FINISHED 7
FLOOR .

.
rmp-3

INT. RAMP THRESHOLD
SILL PLATE

HEATER CABLE
(TRIPLE PASS
ON FREEZER)

All specifications subject to change without notice. 9-13
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« Refrigeration Solutions Email: sales@master-bilt.com

SECTION THROUGH SLIDING DOOR AND WALL

3" X3 X114
STRUCTURAL

FLOORS AND CEILINGS

DOUBLE
WIPER
GASKET

3/4” DIA.
CONDUIT
W/HEATER
CABLES
(CONDUIT
SUPPLIED
BY OTHERS)

N
N\

T-1/2" GASKET
Iy
ammiimninnin

1-1/2" FRAME

Ammnns
WALL PANEL

N

I

ANGLE

1/2 DIA.
DOWELS
@DOOR
OPENING
ONLY

1-1/2" GASKET

\ 1(—21 /)%"Bf)RAME

N\ P

\ ,

\ gé ~
7

N Bl gé FREEZER COMPARTMENT

\ MIE

. S

?f IS?

\ ?9 %E 2” URETHANE BREAKER

\

N\

CENTERED UNDER WALLS
(OMIT THIS BREAKER AT DOOR OPENING)

’\ (2) 2" LAYERS OF URETHANE INSULATION
” : WITH JOINTS STAGGERED BOTH WAYS
2” REDWOOD OR TREATED WOOD BREAKER (BY GENERAL CONTRACTOR)

CENTERED UNDER DOOR AT OPNG.

FLOOR SLAB
6 MIL VISQUEEN VAPOR BARRIER
BENEATH INSULATION (BY GENERAL

MASTER-BILT SUGGESTED DETAIL ONLY. NOT FOR CONSTRUCTION. CONTRACTOR) (NOTE: FLOOR MUST
SUBJECT TO ALL LOCAL CODES & AREA REQUIREMENTS. BE LEVEL)
6-9

All specifications subject to change without notice. 9-13
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FLOORS AND CEILINGS

PREFAB ALUMINUM ROOF PACKAGE FOR WALK-INS
Available up to 24 ft. widths by lengths desired.*
See Section 12 “Specifications”, part 90.1. for additional information.

}: _——#10BOLT

ROOF PACKAGE
PANELS

D ,
CANOPY ;
(OPTIONAL) #10 SHEET

METAL SCREWS

Assembly package includes all screws, joiners, clips and roofing paper for completely installing roof sections.
*Note: Aluminum roof packages for walk-ins requiring structural steel must be supplied
with additional spreader material.

All specifications subject to change without notice. 9-13 |



Phone: 800-647-1284

| MBMASTER-BILT
FLOORS AND CEILINGS

FLAT MEMBRANE ROOF PACKAGE FOR WALK-INS

Single-ply membrane roof package available in a maximum of 2400 actual
square feet roof surface area. Examples: 24'1/>" x 98'91/>", 48'111/>" x 48'11/>"
with no single dimension exceeding 98'9/>" actual.*

See Section 12 “Specifications”, part 90.2. for additional information.

Ra
\—#10 x 1/2"
SCREWS (TYP)

MEMBRANE

Assembly package includes all screws, fastener plates, corner and edge trim and membrane material.
*Note: Membrane roof package for walk-ins requiring structural steel must be supplied

with additional spreader material.

5« 11]
| [ All specifications subject to change without notice. 9-13
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Email: sales@master-bilt.com « Refrigeration Solutions

FLOORS AND CEILINGS

SLOPED MEMBRANE ROOF PACKAGE FOR WALK-INS

Single-ply membrane roof package available in a maximum of 2400 actual
square feet roof surface area. Examples: 24''/>" x 98'9'/>", 48'11'/>" x 48'11'/>"
with no single dimension exceeding 98'9'/>" actual.*

See Section 12 “Specifications”, part 90.2. for additional information.

FLASHING & COUNTER-FLASHING
TAPERED STYROFOAM
/ 7/16" 0.S.B. WAFER-BOARD UNDER MEMBRANE ROOF
) [ MEMBRANE ROOF TERMINATION BAR

14

T
M/B ROOF PANEL

M/B WALL PANEL
74 N

Assembly package includes all screws, fastener plates, corner and edge trim and membrane material.
*Note: Membrane roof package for walk-ins requiring structural steel must be supplied
with additional spreader material.

All specifications subject to change without notice. 9-13
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FLOORS AND CEILINGS

GALVALUME ROOF PACKAGE FOR WALK-INS
Available from 25 ft. up to 100 ft. widths by length desired.

See Section 12 “Specifications”, part 90.3. for additional information.

RIDGE VENT

RIDGE CAP

GALVALUME

SPACER
DECKING

PURLINS

ENCLOSURE

NOTE: GUTTERS AND
DOWNSPOUTS OPTIONALLY
AVAILABLE

26 GA. GALVALUME

MULTI-RIBBED CONTINUOUS RIDGE VENT
6" ZEE PURLIN
ROOF PANS 10" ZEE 14" 7EE \
2" EAVE STRUT: PURLIN PURLIN
STANDARD GUTTER
]" T T/ T 'X (
STANDARD 4" ZEE PURLIN 12" ZEE
GUTTER WITH-s I PURLIN
KICK-OUT 8" ZEE PURLIN 7
GUTTER|
STRAP

GALVALUME ROOF |
CROSS SECTION
WITH GUTTERS ~*

6« 13]
6~ 13]

All specifications subject to change without notice. 9-13
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FLOORS AND CEILINGS

TYPICAL INDOOR SELF-SUPPORT CEILING CONSTRUCTION

For seismic
regions,
consult
factory

Y

’S

END ANGLE
ASSEMBLY DETAIL

|
AL

N

] 1

FOR WIDTHS OF 17'4" THROUGH 32'8"
__—* CEE PURLIN

p'/—.375"-16 X 1" PLATED BOLT

q
SELF-SUPPORT CLIP. LOCK
CAM-LOCK PIN7 INTO FEMALE CAM-LOCK PIN

g

#10 x 1/2" S.M.S.
SELF-SUPPORT

dwg 1026

AN

@ 12" ON CENTER

CLIP COVER CAP TO MATCH
a/ INTERIOR WALK-IN FINISH
&

&

*17'4" WIDTH - 8"X14 GA. CEE  *26'11"WIDTH - 12" X12 GA.CEE
*19'3" WIDTH - 10"X14 GA. CEE *28'10" WIDTH - 12" X12 GA.CEE
*21'2" WIDTH - 10"X12 GA. CEE * 30'9" WIDTH - 12" X 12 GA. CEE
*23"1" WIDTH - 10"X12 GA. CEE *32'8" WIDTH - 12" X 12 GA. CEE
*25'0" WIDTH - 10"X12 GA. CEE

6« 14]
6+ 1]
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FLOORS AND CEILINGS

TYPICAL INDOOR SUSPENSION CEILING

Customer must verify
their structure is ad-
equate to support the
Master-Bilt® suspended
ceiling weighing 5#/Ft.2,
supported on 5' maxi-
mum suspension centers
per detail drawing. Sup-
port of additional load-
ings must be provided ///
by others unless noted
on drawing.

L3 N

— 3" x 3" x 120" PRE-PUNCHED STRUCTURAL STEEL ANGLE.

NOTE: SOME HANGER ROD LOCATIONS WILL REQUIRE HOLES IN
SUPPORT ANGLES TO BE FIELD-DRILLED. 26" CONNECTING ANGLES
ARE PROVIDED FOR END-TO-END JOINING OF THE 120" SUPPORT
ANGLES. THE LAST 120" ANGLE INSTALLED IN EACH RUN MAY REQUIRE
TURNING IN THE OPPOSITE DIRECTION & BOLTING BACK-TO-BACK TO
THE PREVIOUS 120" ANGLE, TO PREVENT FIELD-CUTTING IT TO LENGTH
(THE LAST 26" CONNECTING ANGLE WILL NOT BE USED IN THIS CASE).

3/8-16 X 1" PLATED BOLT WITH NUT & WASHER
_—(1BOLT PER CLIP)

THREADED ROD, NUTS & WASHERS
PROVIDED BY OTHERS (3/8" DIA. TYPICAL)
SPACED AT MAXIMUM 60" CENTERS

&{‘y

ROOF SUPPORT CLIP
(1 BOLT PER CLIP)

ROOF SUPPORT CLIP LOCKED ONTO
EACH FEMALE CAM LOCK PIN.

FEMALE CAM LOCK —\

CONNECTING
ANGLE
/"FM“ CABLE ASSEMBLY

FOAMED IN PLACE AT FACTORY

"B" OR "C" ROOF PANEL —{__Jf ) 7™ “A"OR"C' ROOF PANEL

-
#10 x 1/2" ST/ST SCREWS \
APP. 12" ON CENTER LOW-PROFILE COVER CAP TO

MATCH INTERIOR ROOF PANEL FINISH

TYPICAL SECTION THROUGH MASTER-BILT CLIP & ANGLE ROOF SUSPENSION SYSTEM

NOTE: LOCATION OF ROOF SUPPORT CLIPS IN CERTAIN PANEL WIDTHS WILL REQUIRE FIELD-DRILLING OF MATCHING HOLES IN SUPPORT ANGLES.
NOTE: REFRIGERATION EQUIPMENT AND/OR OTHER CONCENTRATED LOADS MUST BE SUPPORTED DIRECTLY FROM CUSTOMER'S EXISTING OVERHEAD STRUCTURE.

MALE CAM LOCK

All specifications subject to change without notice. 9-13
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Email: sal ter-bilt.
« Refrigeration Solutions mail: sales@master-bilt.com

WALLS AND PARTITIONS

TYPICAL LATCH ASSEMBLY
ACCESS HOLE

1" DIA,
OUTER
CASING

MALE
LATCH—

INNER LINER

LATCH SUPPORT

FEMALE STRIKE

Master-Bilt® wall panels are thoroughly tested and are listed
or classified by the following:

FM-4880 Class 1 (Panels
with stainless steel or
painted steel finish)

Florida Certificate of Product Approval
#FL14967 (includes Miami-Dade county)

For further listings, see Section 12, part 6: “Ratings and Independent Testing.” Reports are available on request.

171}

All specifications subject to change without notice. 11-15
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MBMASTER-BILT" |

« Refrigeration Solutions

WALLS AND PARTITIONS

PARTITION
WALL

6-10 MILL VISQUEEN
BUILDING % VAPOR BARRIER
FLOOR

I ) L / I

A A A A YA
0000000000000
/////{{//,/Iz//{ dwg1004

TYPICAL SECTION THRU PARTITION

1/4" RADIUS

7 ~ _ OUTSIDE
/ WALL
1/4" RADIUS
% __ GROUT
BUILDING OUTDOORS
FLOOR
6-10 MILL VISQUEEN
L VAPOR BARRIER
§ N

TYPICAL SECTION THRU OUTSIDE WALL

MASTER-BILT
WALL PANEL

VINYL COVE BASE
RAM-SET TO CONC.
FLOOR

(BY OTHERS)

cove

CAULKING

OPTIONAL VINYL COVE BASE SCREED

4" MASTER-BILT WALL
X/% PANEL

/// INTERIOR OF WALK-IN
/ —VINYL COVE BASE
OPTIONAL // MOLDING (ALUMINUM
EXTERIOR / OR STAINLESS COVE
COVE / MOLDING ALSO
MOLDING e y AVAILABLE)
/ /—EXISTING FLOOR
CAULKING /N
1-1/2" X 1-1/2" FLOOR ANGLE
SHIM AS ATTACHED TO PANELS WITH
NECESSARY  #10 SHEET METAL SCREWS

(BY M/B). RAM-SET OR
DRIVE-PIN ATTACHMENT TO
EXISTING FLOOR (BY OTHERS)

WALK-IN LESS FACTORY FLOOR WITH
FLAT-BOTTOM PANEL

All specifications subject to change without notice. 11-15 |
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BMASTER-BILT
JIALLS AND PARTITIONS

TYPICAL CROSS SECTION OF COOLER GLASS DOORS

/— ROOF PANEL

/‘ ROOF PANEL
/ LINTEL
\?\IEI¢|I:| ébﬁ-sﬁ’gféli?égLsE \\\!\.\\\\\\\\\\\\\\\\\\\\\\\\ GLASS
CAULKING X S DOOR

X SECTION
WALL PANEL
NOTE:
gdoors REMOVE PROTECTIVE FILM OF
PLASTIC FROM WHITE PANELS

BEFORE PANELS ARE ASSEMBLED
TO WALK-IN

SEALANT: Ya N.S.F COVE
<) MOULDING

1
\}-#10 X .5" SMS {

/ 1.5" X 1.5" ANGLE
RAM-SET ANGLE

TO CONC. FLOOR

OPTIONAL “Z” CHANNEL WALL BASE DETAIL

MASTER-BILT WALL PANELS

CENTER WALL BASE ANGLE
ON 46" WIDE PANELS ONLY

2%

25

9%,

#10-16X1" DRILL SCREWS
INTO WALL “Z” CHANNEL
(#43-10002)

KD

2%

—
RS

Y

2-1/2" X 2" X 2-1/2"

1/4" DIAMETER MINIMUM

FASTENERS INTO FLOOR
(NOT BY MASTER-BILT)
16 GAUGE GALYV.
2" X 2" X 6" 12 GAUGE “Z" CHANNEL
GALV. CORNER BASE ANGLE
(#700-17242)
\
2" X 2" X 4" 12 GAUGE GALV. /
EXISTING FLOOR LINE

WALL BASE ANGLE (#700-17243)

73]
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